Layered double hydroxide fluoride release in dental applications: A systematic review.

Machinability of Fluormica Glass-Ceramics of High Mica Volume Fraction.

Protein disorder-order interplay to guide the growth of hierarchical mineralized structures.

Crystallographic texture and mineral concentration quantification of developing and mature human incisal enamel.

Factors determining the magnitude of grain-size strengthening in polycrystalline metals.
DUNSTAN DJ, LI Y and BUSHBY A. Materialia. Elsevier.

Using spherical indentation to measure the strength of copper-chromium-zirconium.

Comparison of microsphere penetration with LC Bead LUMI(TM) versus other commercial microspheres.

Quantifying the Structure and Composition of Flocculated Suspended Particulate Matter Using Focused Ion Beam Nanotomography.

Elastin-Like Protein, with Statherin Derived Peptide, Controls Fluorapatite Formation and Morphology.

2016

Interfacial modulus mapping of layered dental ceramics using nanoindentation.

The Hall-Petch effect as a manifestation of the general size effect.

Bifunctional ultraviolet/ultrasound responsive composite TiO2/polyelectrolyte microcapsules.

2015

Plasticity and thermal recovery of thin copper wires in torsion.
Dong D, Dunstan DJ and Bushby AJ. Philosophical Magazine vol. 95, (16-18) 1739-1750.

Small-scale characterisation of irradiated nuclear materials: Part II nanoindentation and micro-cantilever testing of ion irradiated nuclear materials.

Understanding the effects of ion irradiation using nanoindentation techniques.

2014

Plasticity and thermal recovery of thin copper wires in torsion.
Dong D, Dunstan DJ and Bushby AJ. Philosophical Magazine.Taylor and Francis Ltd.

Grain size dependence of the strength of metals: The Hall-Petch effect does not scale as the inverse square root of grain size.

Three-dimensional aspects of matrix assembly by cells in the developing cornea.

2013

Nanoscale-targeted patch-clamp recordings of functional presynaptic ion channels.

The scaling exponent in the size effect of small scale plastic deformation.

2012

Yield and plastic flow of soft metals in small volumes loaded in tension and flexure.

Testing the limits of small scale plasticity with thin wires in torsion.

Mechanical behavior of ion-irradiated Fe-Cr alloys investigated by spherical indentation.

New experimental test of strain-gradient plasticity theory: Metal foil sandwich structures in flexure.
Control of starch granule numbers in Arabidopsis chloroplasts.

Nanoindentation investigation of ion-irradiated Fe-Cr alloys using spherical indenters.

Bushby AJ, Mariiggi G, Armer HEJ and Collinson LM.

The scaling exponent in the size effect of small scale plastic deformation.
Dunstan DJ and Bushby AJ. *International Journal of Plasticity.*

2011

The elastic properties of ferroelectric thin films measured using nanoindentation.

Micromechanical testing with microstrain resolution.
Dunstan DJ, GallÃ© JU, Ehrler B, Schmitt NJ, Zhu TT, Hou XD, P'Ng KMY, Gannaway G and Bushby AJ. *Review of Scientific Instruments* vol. 82, (9).

Neuron Cells Uptake of Polymeric Microcapsules and Subsequent Intracellular Release.

Imaging three-dimensional tissue architectures by focused ion beam scanning electron microscopy.
Bushby AJ, P'Ng KMY, Young RD, Pinali C, Knupp C and Quantock AJ. *Nature Protocols* vol. 6, (6) 845-858.

High phosphate content significantly increases apatite formation of fluoride-containing bioactive glasses.

Size effects in yield and plasticity under uniaxial and non-uniform loading: Experiment and theory.
Bushby AJ and Dunstan DJ. *Philosophical Magazine* vol. 91, (7-9) 1037-1049.

Cartilage damage involving extrusion of mineralisable matrix from the articular calcified cartilage and subchondral bone.

2010

Combined nanoindentation testing and scanning electron microscopy of bone and articular calcified cartilage in an equine fracture predilection site.

Direct measurement of surface shape for validation of indentation deformation and plasticity length-scale effects: A comparison of methods.
Hou XD, Bushby AJ and Jennett NM. *Measurement Science and Technology* vol. 21, (11).

2009

Imaging transient blood vessel fusion events in zebrafish by correlative volume electron microscopy.

Microstructure and mineral composition of dystrophic calcification associated with the idiopathic inflammatory myopathies.
Elastic Limit and Strain Hardening of Thin Wires in Torsion.

The strength of thin films, small structures and materials under localised stresses.

Slip distance model for the indentation size effect at the initiation of plasticity in ceramics and metals.

2008

Materials mechanical size effects: A review.

Nanomechanical thermal analysis of electrospun polymer fibers.

Grain size and sample size interact to determine strength in a soft metal.

Composite bounds on the elastic modulus of bone.

Indentation size effect at the initiation of plasticity for ceramics and metals.

Size effect in the initiation of plasticity for ceramics in nanoindentation.

Exercise does not affect stiffness and mineralisation of third metacarpal condylar subarticular calcified tissues in 2 year old thoroughbred racehorses.

2007

Enhanced ferroelectric loop asymmetry of lead zirconate titanate thin films under nanoindentation.

Strength of strained quantum wells and other small scale structures.
Dunstan DJ, P'Ng KMY, Zhu TT, Hou XD, Walker CJ and Bushby AJ. Physica Status Solidi (B) Basic Research vol. 244, (1) 93-99.

Viscoelastic effects in small-scale indentation of biological materials.

2006

The indentation size effect and Hall-Petch behaviour of annealed polycrystalline copper.

Strength of coherently strained nanolayers under high temperature nanoindentation.

Poroelastic indentation analysis for hydrated biological tissues.

Effect of water on mechanical properties of mineralized tissue composites.
Size effect in the initiation of plasticity for ceramics in nanoscale contact loading.

Viscoelastic properties of bone as a function of hydration state determined by nanoindentation.

Hydration effects on the micro-mechanical properties of bone.

Mechanics of biological and biomimetic materials at small length-scales.

Experimental, analytical, and finite element analyses of nanoindentation of multilayer PZT/Pt/SiO2 thin film systems on silicon wafers.

2005

Strength of coherently strained layered superlattices.
P'Ng KMY, Bushby AJ and Dunstan DJ. *Philosophical Magazine* vol. 85, (36) 4429-4444.

Nanoindentation measurements of bone viscoelasticity as a function of hydration state.

Mineralization and nanomechanical properties in Articular Calcified Cartilage (ACC).

Hydration effects on the viscoelastic properties of collagen.

Effect of coherency strain on the deformation of InxGa 1-xAs superlattices under nanoindentation and bending.
Lloyd SJ, P'ng KMY, Clegg WJ, Bushby AJ and Dunstan DJ. *Philosophical Magazine* vol. 85, (22) 2469-2490.

Measurement of the size effect in the yield strength of nickel foils.

Ferroelectric/ferroelastic behavior and piezoelectric response of lead zirconate titanate thin films under nanoindentation.

2004

The effect of ultrasonic setting on the mechanical properties of glass polyalkenoate cements.

Theory of deformation in small volumes of material.

Ferroelectric hysteresis loops of (Pb, Ca)TiO3 thin films under spherical indentation.

Nanoindentation of bone: Comparison of specimens tested in liquid and embedded in polymethylmethacrylate (vol 19, pg 249, 2004).
Plasticity size effects in nanoindentation.

Nanoindentation of bone: Comparison of specimens tested in liquid and embedded in polymethylmethacrylate.

2003

The onset of plasticity in nanoscale contact loading.

Nanomechanical properties and mineral concentration in articular calcified cartilage and subchondral bone.

Materials Failure.

III-V semiconductors solve mechanical riddle.

2002


Modulus and mineralisation of articular calcified cartilage and subchondral bone in osteoarthritis via nanoindentation and quantitative backscattered electron imaging.
Ferguson VL, Bushby AJ and Boyde A. *J Bone Miner Res* vol. 17, (5) 945-945.

Thickness of articular calcified cartilage in normal and osteoarthritic human femoral heads.

2001

Stress-induced depolarization of (Pb, La)TiO3 ferroelectric thin films by nanoindentation.

Measurement of electrical charge during nanoindentation of ferroelectric thin films.

Mechanical and electromechanical properties of PZT sol-gel thin films measured by nanoindentation.

A preliminary comparison of the mechanical properties of chemically cured and ultrasonically cured glass ionomer cements, using nano-indentation techniques.

Nano-indentation using spherical indenters.

Direct measurement of mechanical properties of (Pb, La)TiO3 ferroelectric thin films using nanoindentation techniques.

1999

The characterisation of ferroelectric thin films using nanoindentation.
Control of plasticity with coherency strain.

1997

Cyclic fatigue of long and short cracks in alumina.

1996

High-temperature Fatigue of a Gas-Pressure-Sintered Silicon Nitride.

1994